Mission-Critical
Connectivity
for the Modern
Transit Hub

Architecting unbroken operations - T
and seamless passenger experiences /
with the Liveport Gateway. i
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A Purpose-Built Multi-Services
Edge Platform

Hardened Physical The Liveport
Edge (IP67) Gateway
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Next-Gen Captive
Portal Engine
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Dual-Network
VLAN Orchestrator
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Takeaway: The Liveport Gateway replaces the traditional stack of standalone routers, firewalls, captive portals, and
bandwidth managers with a single, unified intelligence node providing complete control over the transport network layer.
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Layer 1: Weatherproof
Physical Infrastructure

Completely sealed against dust ingress and
highly pressurized water.

| @ : IP67-Rated Enclosures IP67 |
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- Specifically designed to withstand continuous
- salt spray and humidity at ferry terminals.

! !;LLO Thermal Resilience  100.°C | <

~ Engineered for the extreme heat loads of
: - regional Australian transit hubs without
I - thermal throttling.
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Conclusion: Network architecture begins with hardware that refuses to
fail, regardless of geographic isolation or environmental hostility.
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Layer 2: Multi-Carrier Active-Active SD-WAN

Unified Bandwidth Pooling The Connectivity Funnel o =

Combines diverse connections :
(NBN, Starlink, 5G) into a single, @ NBN (Fiber)
high-capacity virtual circuit.

Geographic Independence %

Delivers enterprise-grade connectivity . :

to remote transit hubs and isolated @ Starlink (LEO Satellite) {~gS
ferry terminals by leveraging . Ay )
non-terrestrial links. S -

Dynamic Path Selection (({V))

The Gateway actively monitors
telemetry on all uplinks, instantly
routing traffic based on policy and
connection health.

@56 (Cellular) N




























